
SDV
Single Duct terminal unit



6” inlet with regular (6”) casing

6” inlet with oversized (8”) casing

TYPICAL 
APPLICATIONS
Designed to control the flow 

of conditioned air into an 

occupied space, single duct 

terminal units can be used in 

almost any application. A variety 

of accessories are available 

to tailor this unit to specific 

applications including those 

with stringent requirements 

for noise levels, temperature, 

and energy efficiency. 

STANDARD DESIGN
 + Heavy gauge damper with polyure-

thane gasket rated for up to 1.5 million 

cycles 

 + Multipoint crossflow sensor for 

accurate flow measurement

 + Gasketed damper and mechanically 

sealed, 22 GA. casing for minimal 

leakage

 + Slip and drive connection for quick 

installation

OPTIONAL FEATURES
 + Multiple liner options

 + Electric and hot water reheat

 + 3ft. and 5ft. attenuators

 + Quiet construction (SDVQ)

 + Certified low leakage construction

 + Oversized Casing

 + Low Profile Construction (SDVLP)

eXtreme VerSatilitY
available with a multitude of accessories including liners, controls, 

reheat options, and sound attenuators, the SDV is well suited to almost 

any application. a compact configuration makes this unit easy to use 

in crowded mechanical spaces for new construction or in retrofitting 

existing systems.

engineereD PerFOrmance
the clean and efficient design of this single duct terminal unit results 

in a system component with minimal pressure drop, reducing fan 

horsepower requirements and sound generation. 

OVerSiZeD caSing 
the oversized casing option allows the selection of a standard inlet 

size with a larger casing. the oversized casing allows for higher hot 

water and electric coil capacity, as well as and reduced radiated sound. 

available for all sizes of single duct terminal units.

SDV
Single Duct terminal unit

Price Intelligent 
Controller - SD

Leak Resistant 
Casing Robust Damper

Multipoint Crossflow 
Sensor

With minimal pressure drop and low noise levels the SDV controls the airflow rate of conditioned air into an occupied 

space in response to a thermostat control signal. incorporation of an airflow sensor allows the SDV to compensate 

instantly for any change in supply air pressure that might alter the supply volume resulting in a pressure independent 

variable air volume system.
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HOt Water 
reHeat
Price water coils are constructed from high 

quality materials and are aHri 410 certified. 

Designed to optimize heat transfer, water coils 

are available in high capacity and oversized 

configurations to meet the requirements 

of every project. For ease of maintenance, 

optional access doors are available for 

upstream or downstream installation, with a 

variety of fastening choices.

Quiet 
cOnStructiOn
the SDV is available with an integral discharge 

attenuator for a cost-effective solution 

in applications where additional sound 

attenuation is required. integral attenuators 

are available with any of the standard Price 

liner options. 

Selection of VaV terminals with a close 

coupled, independent silencer is a complex 

process with unpredictable results. Price 

eliminates the guess work by providing an 

optimized, fully tested and aHri certified 

assembly. the casing design and optimized 

silencer geometry reduce self-generated 

noise, minimize pressure drop, and maximize 

acoustic attenuation resulting in the quietest 

single duct terminal unit available.

electric  
reHeat
Price electric coils are factory mounted, etl 

listed to meet electrical safety standards, 

and comply with cSa 236/ul 1995. to 

simplify the installation process, single duct 

electric coils are field flippable allowing the 

coil to be reoriented between left and right 

hand configurations on site. Single duct 

electric heaters are a side-mounted, slide-in 

style, specifically designed to mount in the 

extended terminal casing allowing for easy 

field maintenance. to ensure safe operation, 

these electric heaters use thermal safety 

switches and low watt density heating 

elements to minimize hot spots.

SeiSmic certiFicatiOn 
Selected product configurations are OSHPD seismic pre-approved, in compliance with cBc 2013 and iBc 2012. 

the following terminal units, accessories, and controllers are listed on OSP Special Seismic certification Pre-approval 

#OSP-0302-10: 

 + SDV, all sizes, ceiling suspended with or without spring isolators. 

 + SDV with quiet construction, all sizes, with 3 ft, 5 ft, or elbow silencer. 

 + Single duct hot water coil, 1-4 rows, aluminum fins, copper tubes. 

 + all Price liner options. 

 + Price Pic or Pac controls as well as a variety of third party controls. See OSP-0302-10  

for a list of approved controls.

acceSSOrieS 
a variety of additional accessories are offered to meet specific job requirements. For information on these accessories 

please refer to the terminal units accessories catalog.
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DimenSiOnal Data

SDV 

Size Height (H) Width (W)
Width (W) 

With Silencer

Length (L)

Basic Box*
With Electric 

Coil

With 
Attenuator 

ATT*

With 
Attenuator 

ATT5*

With Silencer
FG Liner*

With Silencer
PL/FC Liner*

4
8 in. (203 mm)

12 in. (305 
mm)

12 in. (305 
mm)

22 1/8 in.  
(652 mm)

42 3/16 in. 
(1072 mm)

42 3/16 in. 
(1072 mm)

81 1/8 in. 
(2061 mm)

70 1/8 in. 
(1781 mm)

70 1/8 in. 
(1781 mm)

5
6
7 10 in. (254 

mm)

20 1/8 in. 
(511 mm)

40 3/16 in. 
(1037 mm)

40 3/16 in. 
(1037 mm)

79 1/8 in. 
(2010 mm)

68 1/8 in.
(1730 mm)

68 1/8 in. 
(1730 mm)

8
9 12 1/2 in.  

(318 mm)
14 in.  

(356 mm)
14 in.  

(356 mm)10

12
15 in. (381 

mm)
16 in. (406 

mm)
24 in. (610 

mm)
95 5/8 in. 
(2429 mm)

14
17 1/2 in.  
(445 mm)

20 in.  
(508 mm)

28 in.  
(711 mm) 23 5/8 in. 

(600 mm)
82 5/8 in. 
(2099 mm)

71 5/8 in. 
(1819 mm)

16
18 in.  

(457 mm)
24 in.  

(610 mm)
32 in.  

(813 mm)

24 x 16**
18 in.  

(457 mm)
38 in.  

(965 mm)
46 in.  

(1168 mm)
19 in.  

(483 mm)
38 1/2 in.  
(978 mm)

39 5/16 in. 
(999 mm)

78 in.  
(1981 mm)

67 in.  
(1702 mm)

91 in.  
(2311 mm)

*For 1 and 2 row water coils, add 5 in. to length. For 3 and 4 row water coils, add 7 1/4 in. to length.
**Size 24 x 16 is provided with a rectangular inlet.       

low Profile SDV 

Size Height (H) Width (W)
Length (L)

Basic Box With Electric Coil
With Attenuator

ATT
With Attenuator

ATT5
9

10 in. (254 mm)

17 1/2 in. (356 mm)
20 1/8 in. (511 mm)

44 3/8 in. (1127 mm)
40 3/16 in. (1037 

mm)

79 1/8 in. (2010 mm)10
12 24 in. (610 mm)
14 30 in. (762 mm)

23 5/8 in. (600 mm) 82 5/8 in. (2099 mm)
16 38 in. (965 mm)

certiFieD lOW leaKage cOnStructiOn
certified low leakage units are designed to target energy efficient installations where casing leakage and condensation 

prevention are important. Design features include: 

 + large compression style access doors with quarter-turn latches. 

 + internally sealed casing and insulation seams. 

each unit is factory leak tested to ensure casing leakage is less than 1%, meeting the even the most stringent specifications.

Internally Sealed

Double Gasketed 
Heavy Duty Damper

Gasketed Casing

Internal Bushing

cOntrOlS
Price offers a complete line of controls to best suit any application. For exceptional user comfort, the Price intelligent 

controller (Pic) universal DDc control package is available factory installed and configured on all SDV units. the Pic 

can be used in conjunction with any Price thermostat to match the specific needs of the customer and provide excellent 

energy efficiency. 
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Product Improvement is a continuing endeavour at Price. Therefore, specifications are subject to change without notice.
Consult your Price Sales Representative for current specifications or more detailed information. Not all products may be

available in all geographic areas. All goods described in this document are warranted as described in the Limited Warranty
shown at priceindustries.com. The complete Price product catalog can be viewed online at priceindustries.com.
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