
PDDS 

Perforated face SuPPly diffuSer



Typical Applications
The PDDS, perforated face diffuser, is 

available for supply applications that 

require a clean, perforated look. Supply 

diffusers are available with a variety of 

pattern controllers to best suit specific 

applications. The PDDS is available 

in a wide range of sizes and a large 

selection of frame and mounting styles. 

CONSTRUCTION
 + Material

 - Steel (PDx)

 - Aluminum (APDx)

 + Pattern Controllers

 - Face Mounted (PDF)

 - Neck Mounted (PDN)

 - Curved Blade (PDC)

 - Modular Core (PDMC)

 - Star Pattern (PDSP)

 + Available Sizes

 - 12 in. x 12 in. 

 - 24 in. x 12 in. 

 - 16 in. x 16 in. 

 - 20 in. x 20 in. 

 - 24 in. x 24 in.

 - Additional sizes available on 
select models 

OPTIONS
 + Extended Face (PDxE)

 + Fire Rated Construction (PDx-FR)

 + Complete range of accessory 
dampers, equalizing grid, backpan 
insulation, etc. 

 + Beaded extended neck for easy flex 
duct connection

PDDS Installed

Adjustable  
Pattern Controllers 
A variety of differnt adjustable pattern 
controllers are available to best suit 
individual applications.  

Face Mounted Pattern Deflectors
The face mounted pattern controllers 
provide an adjustable horizontal air pattern 
with a strong Coanda effect against the 
ceiling. Louvered air pattern deflectors are 
spring clip mounted on the back of the 
diffuser face. Simply pull down and rotate 
pattern deflectors for easy field adjustment 
of the discharge pattern (4, 3, 2, or 1-way).

Product Highlights
The perforated face diffuser is available in a wide variety of sizes with a full selection of 
frame and mounting styles. With five different options for air pattern control, the perforated 
face diffuser is extremely versatile to suit a variety of performance requirements.

Extended Face 
An extended face option is available to accommodate tegular style ceilings by extending 
the diffuser face 3/8 in. below the t-bar plane so that the diffuser face is flush with tegular 
ceiling panels.

Fire Rated Construction
With the fire rated option, the PDDS is a Fire Rated Assembly listed in the UL, Underwriters 
Laboratories Fire Resistance Directory. Fire rated models meet UL time vs. temperature 
test criteria and NFPA 90A requirements.

The fire rated construction option incorporates a thermal blanket and fire damper. The 
butterfly-type fire damper is available with either a 165°F or 212°F fusible link. The fire 
rated option is only available for use in exposed grid suspended ceilings (T-Bar Lay-in) 
and must be installed in accordance with the installation instructions. 

Easily Removable Perforated Face
This diffuser features quick-release latches on the hinged, perforated face to allow for 
easy access to adjustable pattern controllers. 

Curved Blade Pattern Controllers

Face Mounted Pattern Deflectors

Modular Core Pattern Deflectors

1 Way 2 Way Corner2 Way

4 Way3 Way

Deflector Settings

Deflector Settings

Deflector Settings

Modular Core Pattern Deflectors
The modular core directional diffusers 
offer field adjustment of the air pattern. To 
adjust the pattern deflectors, simply push to 
compress and release the spring clip, then 
reinstall the pattern deflector in the desired 
orientation. The core design provides an 
excellent horizontal pattern, suitable for 
VAV applications.  

Curved Blade Pattern Deflectors
Individually adjustable curved blade pattern 
controllers, are available in fixed 1, 2, 
2-way corner, 3 and 4-way air patterns. 
The adjustable curved blades provide 
total flexibility in pattern adjustment 
from horizontal to vertical, as well as low 
pressure loss and noise levels. To adjust 
between horizontal and vertical air patterns, 
simply adjust the individual curved blades 
to a horizontal position for horizontal throw 
and vertical position for vertical throw.  

T-Bar Installation Extended Face T-Bar Installation
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Neck Mounted Pattern Deflectors
Neck mounted pattern controllers provide 
a horizontal air pattern with a strong 
Coanda effect against the ceiling. To adjust 
the pattern, unscrew individual pattern 
deflectors and replace them in the desired 
orientation to achieve 4, 3, 2, or 1-way 
airflow. 

Condensed Diffuser Layout

Star Pattern Deflectors

Neck Mounted Pattern Deflectors

Deflector Settings

Deflector Settings

Star Pattern Deflectors
The star pattern pattern deflectors produce 
a ceiling-hugging horizontal air pattern 
that is field adjustable between a standard 
4-way square and a 4-way diagonal star 
discharge pattern. Curved blade deflectors 
mounted at the diffuser neck maintain a 
consistent horizontal pattern, even at low 
flow rates, making it an ideal choice for VAV 
applications. 

Condensed Diffuser Layout
With both neck mounted and star pattern 
deflector options, diffusers can be placed 
closer together by alternating 4-way square 
and 4-way diagonal airflow patterns. In this 
arrangement diffuser discharges are “inter-
woven” such that outlets can be tightly 
spaced while still minimizing the risk of draft 
due to colliding air patterns.
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Product Improvement is a continuing endeavour at Price. Therefore, specifications are subject to change without notice.
Consult your Price Sales Representative for current specifications or more detailed information. Not all products may be

available in all geographic areas. All goods described in this document are warranted as described in the Limited Warranty
shown at priceindustries.com. The complete Price product catalog can be viewed online at priceindustries.com.
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