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Modular louvered Face diFFuser



Typical Applications
The SMD, high capacity louvered 

face directional diffuser is well 

suited to applications that require 

large volumes of air at low noise 

and pressure drops. Directional flow 

makes these diffusers ideally suited to 

high ceiling applications requiring long 

throws.

Product Highlights

Excellent Performance
Price SMD Series high capacity louvered face directional diffusers feature large square 
and rectangular inlets for reduced inlet velocity, resulting in low noise levels and pressure 
drops even at high airflows.

Architecturally Appealing
The SMD has a pleasing appearance that blends harmoniously with various architectural 
details, especially modular ceiling systems. With a wide array of frame styles, this diffuser 
is easily integrated into ceiling systems.

Adjustable Pattern Option 
Optional pattern deflectors provide horizontal or vertical air pattern. The pattern deflectors 
allow for field adjustment of the diffuser to optimize comfort in the occupied zone. 

High Induction Option
The high induction louvered directional diffusers are designed for high cooling load 
applications. Internally mounted discharge vanes are engineered to create a high rate 
of induction that will rapidly mix warm room air with cool supply air. This rapid mixing 
quickly equalizes the temperature differential between the two air masses, minimizing 
the chance of uncomfortable drafts. 

2-Way Airflow SMD Installed
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Fire Rated Option
With the fire rated option, the SMD is 
a Fire Rated Assembly listed in the UL, 
Underwriters Laboratories Fire Resistance 
Directory. Fire rated models meet UL time 
vs. temperature test criteria and NFPA 90A 
requirements. 

The fire rated construction option 
incorporates a thermal blanket and fire 
damper. The butterfly-type fire damper is 
available with either a 165°F or 212°F fusible 
link. The fire rated option is only available 
for use in exposed grid suspended ceilings 
(T-Bar Lay-in) and must be installed in 
accordance with the installation instructions.

Variety of Core Styles
Available in a wide variety of core styles, 
the modular design of these diffusers 
allows for the customization of each unit to 
accommodate specific airflow and pattern 
requirements. The various core styles 
allow for airflow in 1, 2, 3, or 4 directions. 
Additionally, the directional core is easily 
removable at the diffuser face without 
requiring special tools.

CONSTRUCTION  
 + Material

 - Steel Construction (SMD)

 - Aluminum Construction (AMD)

 - Extruded Aluminum Construction 

(AMDE)

 + Options

 - Adjustable pattern(SMDA/AMDA) 

 - High induction (SMX/AMX/AMEX) 

 - Fire Rated Construction (SMD-FR/

SMDA-FR/SMX-FR)

 - Throw reducing vanes 

 - Square to round adaptor 

 - R6 insulation 

 - Volume control dampers
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Product Improvement is a continuing endeavour at Price. Therefore, specifications are subject to change without notice.
Consult your Price Sales Representative for current specifications or more detailed information. Not all products may be

available in all geographic areas. All goods described in this document are warranted as described in the Limited Warranty
shown at priceindustries.com. The complete Price product catalog can be viewed online at priceindustries.com.
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