
CS 

CirCular SilenCer



SuPeriOr PerFOrManCe
 + The round shape of CS silencers eliminates the need for round 

to square transitions, and the associated turbulence and system 

pressure drop. The sleek internal geometry that locates the 

acoustic media outside of the air stream ensures maximum 

acoustical performance while minimizing system pressure drops 

at duct velocities as high as 8000 fpm. 

 + Two internal geometries are available to best accommodate 

different applications.

 + Medium Velocity - Best suited for applications with 

velocities of 4000 fpm or less, these silencers feature a 

center pod that ensures maximum acoustical performance 

while minimizing system pressure drop. The sleek curved 

inlet and outlet of the center pod reduce turbulence and 

allow for static regain for improved pressure drop. 

 + High Velocity - Best suited for applications where low 

pressure drop is the priority or high air velocities cannot 

be avoided, these silencers do not have a center pod in 

the air stream. The lack of center pod promotes increased 

airflow, minimizing pressure drop at higher velocities and 

providing high levels of insertion loss across the full range of 

frequencies. 

 + Price silencers are tested in strict accordance with the latest 

version of the aSTM-e477 test standard in naVlaP accredited 

facilities.

 + Silencer mock up and witness testing is available upon request, 

please contact your local Price sales representative for more 

information.

TYPICAL 
APPLICATIONS
The CS circular silencer is the 

natural choice for noise control 

in round duct applications.  A 

large assortment of options and 

sizes make the CS suitable for 

many different applications with 

duct velocities up to 8000 fpm. 

CONFIGURATION OPTIONS
 + Classification

 -  CL1 / 22 GA

 -  CL2 / 18 GA

 -  CL3 / 16 GA

 + Material

 -  Galvanized Steel

 -  Aluminum

 -  304 Stainless Steel

 -  316 Stainless Steel

 -  Satin Coat (Paintable)

 +  Application

 -  Medium Velocity

 -  High Velocity

 +  Optional Features

 -  Extended Casing

 -  Media Protection

 -  Pod only

 -  Fiberglass Cloth

 -  Flanges

CS 

CirCular SilenCer

Price Circular Silencers provide a practical solution for controlling duct noise in systems with round ductwork. The round 

shape eliminates the need for costly transitions, and the associated turbulence and system pressure drop. With high 

quality, leak-free construction and many optional features, the CS silencer is suitable for most applications. 

Solid Metal Casing

Perforated Metal Liner

Fiberglass Acoustic Media

Round Inlet  
and Outlet

Optimized Center  
Pod Geometry

Medium Velocity Cross Section

High Velocity Cross Section
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inDuSTrY leaDinG FleXiBiliTY
 + available in a large range of standard sizes, the CS offers excellent flexibility to accommodate a variety of 

ductwork designs. For non-standard sizes, Price has the ability to custom build each silencer to suit the ductwork 

and application. 

 +  For applications with very strict or unique requirements that cannot be met by the standard construction 

classifications, please contact your local Price sales representative.

OPTiMiZeD CenTer 
POD (OPTiOnal)

 +  Price circular silencers have an optional 

aerodynamic center pod that ensures maximum 

acoustical performance while minimizing system 

pressure drop in medium velocity applications (up to 

4000 fpm).  

 +  Pod only designs are available for applications 

where space is insufficient for the external acoustic 

media and casing. This configuration provides 

high levels of insertion loss across the full range of 

frequencies, and the sleek curved inlet and outlet 

of the center pod reduce drag and allow for static 

regain for improved pressure drop.

eXTenDeD CaSinG 
(OPTiOnal)

 +  The extended casing configuration is designed 

to control duct noise where high insertion loss is 

required at lower frequencies. 

 +  The extended outer shell holds additional acoustic 

media without changing the sleek internal geometry 

used in the standard circular silencers.
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FilM lineD (OPTiOnal)
 +  Commonly used in hospital applications, film lined silencers are designed with a thin polymer film liner that 

protects the acoustic media from airborne contaminants that may be present in the air stream.

 +  Film lined silencers use the same internal geometry as standard circular silencers as well as an acoustic standoff 

between the film liner and the perforated metal to ensure that acoustic performance is maintained. 

Perforated  
Metal Liner

Acoustic StandoffAcoustic Media

Polymer Film Liner
Optional 

Center Pod

eXTenDeD anD FilM 
lineD (OPTiOnal)

 +  Circular Film lined, extended Casing Silencers 

are provide a practical solution for controlling 

undesirable noise in systems that require high 

insertion loss at lower frequencies and additional 

protection for the acoustic media. 

 +  This silencer line features a thin film liner that 

encapsulates the acoustic media to protect it from 

moisture and airborne contaminants while thicker 

external casing provides improved insertion loss.

Casing diameter will be 16 inches larger 
than the connection diameter.

Extended Casing

Casing diameter will be equal to the connection diameter.

Pod Only

DiMenSiOnal DaTa
Price absorptive circular silencers are built to match the duct dimensions, therefore the diameter and length dimensions 

for the silencer must always be specified. Please consult the Standard Dimension limits chart for available sizes.

Standard Dimensions
Connection Diameter Length

Minimum Casing Gauge
Min Max Min Max

6 20 24 79 22

6 44 24 120 18

6 60 24 120 16

All dimensions are in inches.
For sizes outside the standard range, please contact your local Price sales rep.

Casing diameter will be 8 inches larger 
than the connection diameter.

Standard
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Product Improvement is a continuing endeavour at Price. Therefore, specifications are subject to change without notice.
Consult your Price Sales Representative for current specifications or more detailed information. Not all products may be

available in all geographic areas. All goods described in this document are warranted as described in the Limited Warranty
shown at priceindustries.com. The complete Price product catalog can be viewed online at priceindustries.com.
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