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Downlight
The Downlight enables target-orientated illumination. The light can be used in a variety of applications including 

offices, hospitality or lobby spaces.  Used in combination with the Node Multisensor, these Downlights are capable 

of dimming in response to daylight, space use, wall switch or network command.  

Product Features

 · Modular mechanical and electrical connection to the Node system

 · Dimmable from 0%, 5-100%

 · Easy to install

 · Easy to maintain

 · Instant full light

 · EEI Rating: A+

 · L70 Lumen Maintenance: 50,000 hours
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CONSTRUCTION: 

- ITEM DESCRIPTION 
o ALUMINUM EXTRUSION 

- ITEM DESCRIPTION 
o MATERIAL, XX GA 

 

FINISH: 

- STATE STANDARD PRICE FINISH CODE OR CUSTOM 
FINISH 

- ALL HARDWARE; MILL FINISH UNLESS OTHERWISE 
SPECIFIED 

 

ELECTRICAL SERVICE 

- 120VAC, 60HZ, SINGLE-PHASE 
o MAX OPERATING CURRENT: 0.0A 
o MIN CIRCUIT AMPACITY: 0.0A 
o MAX OVERCURRENT PROTECTION: 0.0A 

 

CONTROLS 

- CXY##### BY PRICE 
- CONTROLS BY OTHERS 

 

OPTIONAL FEATURES: 

- STATE DETAILS AS REQUIRED FOR ALL SPECIAL 
FEATURES 

 

NOMENCLATURE 

- ALL COMPONENTS SHOWN ARE PROVIDED AND 
INSTALLED BY PRICE UNLESS OTHERWISE NOTED 

- ( INSTL BY OTHERS ): PROVIDED BY PRICE AND 
INSTALLED BY OTHERS 

- ( BY OTHERS ): PROVIDED AND INSTALLED BY OTHERS 

 

NOTES: 

- PRODUCT FINISH MAY VARY IN TONE, GLOSS AND 
TEXTURE; VARIATIONS ARE WITHIN PRICE INDUSTRIES’ 
QUALITY STANDARDS 

- ADD NOTES AS REQUIRED 
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Specifications
Mounting Style Diameter Height

Flush Channel 90 mm/3.5 in. 75 mm/3.0 in.

Recessed Channel 90 mm/3.5 in. 75 mm/3.0 in.

Trimless 90 mm/3.5 in. 165 mm/6.5 in.

Color Temperature/CCT

 · 3000K

 · 3500K

 · 4000K

CRI 

 · 90

Certification 

 · CE (Europe)

 · ETL (USA)

 · CSA (Canada)

Construction 

 · Housing material: Aluminium 

Lamp Type 

 · LED

Energy Consumption 

 · 20.90 kWh/1000h

Driver 

 · Sold separately

Beam Width Luminaire
 Power

Maximum 
Current

Nominal 
Voltage

Luminaire 
Flux

Source Flux Maximum 
Value

Efficacy

Narrow (13°) 19.0 W 550 mA 36 V 1913 lm 1913 lm 8226 cd/klm 101 lm/W

Medium (24°) 19.0 W 550 mA 36 V 1759 lm 1759 lm 3096 cd/klm 93 lm/W

Wide (48°) 19.0 W 550 mA 36 V 1903 lm 1903 lm 1403 cd/klm 100 lm/W

Extra Wide (67°) 19.0 W 550 mA 36 V 1784 lm 1784 lm 891 cd/klm 94 lm/W

Polar Curves
Narrow

Wide

Medium

Extra Wide

Luminaire
Code HOY SPOT 930 -  ottica S_ 550mA
Name HOY SPOT 930 -  ottica S_ 550mA
Measurem.
Code RDN190366
Name HOY SPOT 930 -  ottica S_ 550mA

Luminaire Flux     1913.70 lm Luminaire Power  19.00 W Efficacy   100.72 lm/W Efficiency 100.00%

Sources Flux     1913.70 lm Maximum value 8226.02 cd/klm Position C=0.00 G=0.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 18-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1913.70 lm

LED Flux=2252.7lm  LED Power=19W Eff=85% EfcLed=119lm/W EfcLum=101lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h

C.I.E. 99   100   100   100   100 D DIN 5040 A60
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Luminaire
Code HOY SPOT 930 -  ottica WF_ 550mA
Name HOY SPOT 930 -  ottica WF_ 550mA
Measurem.
Code RDN190364
Name HOY SPOT 930 -  ottica WF_ 550mA

Luminaire Flux     1903.47 lm Luminaire Power  19.00 W Efficacy   100.18 lm/W Efficiency 100.00%

Sources Flux     1903.47 lm Maximum value 1409.39 cd/klm Position C=0.00 G=6.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 15-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1903.47 lm

LED Flux=2252.7lm  LED Power=19W Eff=85% EfcLed=119lm/W EfcLum=100lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h
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Luminaire
Code HOY SPOT 930 -  ottica XF_ 550mA
Name HOY SPOT 930 -  ottica XF_ 550mA
Measurem.
Code RDN190363
Name HOY SPOT 930 -  ottica XF_ 550mA

Luminaire Flux     1784.14 lm Luminaire Power  19.00 W Efficacy    93.90 lm/W Efficiency 100.00%

Sources Flux     1784.14 lm Maximum value 891.23 cd/klm Position C=0.00 G=0.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 14-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1784.14 lm

LED Flux=2252.7lm  LED Power=19W Eff=79% EfcLed=119lm/W EfcLum=94lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h
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Luminaire
Code HOY SPOT 930 -  ottica F_ 550mA
Name HOY SPOT 930 -  ottica F_ 550mA
Measurem.
Code RDN190403
Name HOY SPOT 930 -  ottica F_ 550mA

Luminaire Flux     1759.10 lm Luminaire Power  19.00 W Efficacy    92.58 lm/W Efficiency 100.00%

Sources Flux     1759.10 lm Maximum value 3096.14 cd/klm Position C=0.00 G=0.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 22-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1759.10 lm

LED Flux=2252.7lm  LED Power=19W Eff=78% EfcLed=119lm/W EfcLum=93lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h
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Luminaire
Code HOY SPOT 930 -  ottica S_ 550mA
Name HOY SPOT 930 -  ottica S_ 550mA
Measurem.
Code RDN190366
Name HOY SPOT 930 -  ottica S_ 550mA

Luminaire Flux     1913.70 lm Luminaire Power  19.00 W Efficacy   100.72 lm/W Efficiency 100.00%

Sources Flux     1913.70 lm Maximum value 8226.02 cd/klm Position C=0.00 G=0.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 18-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1913.70 lm

LED Flux=2252.7lm  LED Power=19W Eff=85% EfcLed=119lm/W EfcLum=101lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h
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Luminaire
Code HOY SPOT 930 -  ottica S_ 550mA
Name HOY SPOT 930 -  ottica S_ 550mA
Measurem.
Code RDN190366
Name HOY SPOT 930 -  ottica S_ 550mA

Luminaire Flux     1913.70 lm Luminaire Power  19.00 W Efficacy   100.72 lm/W Efficiency 100.00%

Sources Flux     1913.70 lm Maximum value 8226.02 cd/klm Position C=0.00 G=0.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 18-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1913.70 lm

LED Flux=2252.7lm  LED Power=19W Eff=85% EfcLed=119lm/W EfcLum=101lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h
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Luminaire
Code HOY SPOT 930 -  ottica F_ 550mA
Name HOY SPOT 930 -  ottica F_ 550mA
Measurem.
Code RDN190403
Name HOY SPOT 930 -  ottica F_ 550mA

Luminaire Flux     1759.10 lm Luminaire Power  19.00 W Efficacy    92.58 lm/W Efficiency 100.00%

Sources Flux     1759.10 lm Maximum value 3096.14 cd/klm Position C=0.00 G=0.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 22-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1759.10 lm

LED Flux=2252.7lm  LED Power=19W Eff=78% EfcLed=119lm/W EfcLum=93lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h
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Luminaire
Code HOY SPOT 930 -  ottica F_ 550mA
Name HOY SPOT 930 -  ottica F_ 550mA
Measurem.
Code RDN190403
Name HOY SPOT 930 -  ottica F_ 550mA

Luminaire Flux     1759.10 lm Luminaire Power  19.00 W Efficacy    92.58 lm/W Efficiency 100.00%

Sources Flux     1759.10 lm Maximum value 3096.14 cd/klm Position C=0.00 G=0.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 22-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1759.10 lm

LED Flux=2252.7lm  LED Power=19W Eff=78% EfcLed=119lm/W EfcLum=93lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h
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Luminaire
Code HOY SPOT 930 -  ottica WF_ 550mA
Name HOY SPOT 930 -  ottica WF_ 550mA
Measurem.
Code RDN190364
Name HOY SPOT 930 -  ottica WF_ 550mA

Luminaire Flux     1903.47 lm Luminaire Power  19.00 W Efficacy   100.18 lm/W Efficiency 100.00%

Sources Flux     1903.47 lm Maximum value 1409.39 cd/klm Position C=0.00 G=6.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 15-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1903.47 lm

LED Flux=2252.7lm  LED Power=19W Eff=85% EfcLed=119lm/W EfcLum=100lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h
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Luminaire
Code HOY SPOT 930 -  ottica WF_ 550mA
Name HOY SPOT 930 -  ottica WF_ 550mA
Measurem.
Code RDN190364
Name HOY SPOT 930 -  ottica WF_ 550mA

Luminaire Flux     1903.47 lm Luminaire Power  19.00 W Efficacy   100.18 lm/W Efficiency 100.00%

Sources Flux     1903.47 lm Maximum value 1409.39 cd/klm Position C=0.00 G=6.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 15-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1903.47 lm

LED Flux=2252.7lm  LED Power=19W Eff=85% EfcLed=119lm/W EfcLum=100lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h
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Luminaire
Code HOY SPOT 930 -  ottica XF_ 550mA
Name HOY SPOT 930 -  ottica XF_ 550mA
Measurem.
Code RDN190363
Name HOY SPOT 930 -  ottica XF_ 550mA

Luminaire Flux     1784.14 lm Luminaire Power  19.00 W Efficacy    93.90 lm/W Efficiency 100.00%

Sources Flux     1784.14 lm Maximum value 891.23 cd/klm Position C=0.00 G=0.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 14-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1784.14 lm

LED Flux=2252.7lm  LED Power=19W Eff=79% EfcLed=119lm/W EfcLum=94lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h
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Luminaire
Code HOY SPOT 930 -  ottica XF_ 550mA
Name HOY SPOT 930 -  ottica XF_ 550mA
Measurem.
Code RDN190363
Name HOY SPOT 930 -  ottica XF_ 550mA

Luminaire Flux     1784.14 lm Luminaire Power  19.00 W Efficacy    93.90 lm/W Efficiency 100.00%

Sources Flux     1784.14 lm Maximum value 891.23 cd/klm Position C=0.00 G=0.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 14-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1784.14 lm

LED Flux=2252.7lm  LED Power=19W Eff=79% EfcLed=119lm/W EfcLum=94lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h
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F UTE 1.00 B B NBN BZ 1

200

200

400

600

800

1000

0° 15°15° 30°30°

45°45°

60°60°

75°75°

90°90°

105°105°

120°120° 180°

 cd/klm 

Gamma Angles

0

180

 Diam=90mm 

C Halfplanes

180.0 0.0

ULOR  0.00 %

DLOR100.00 %

RN  0.00 %

LITESTAR 4D v.6    (c)OxyTech Srl  www.oxytech.it Page 1

Luminaire
Code HOY SPOT 930 -  ottica WF_ 550mA
Name HOY SPOT 930 -  ottica WF_ 550mA
Measurem.
Code RDN190364
Name HOY SPOT 930 -  ottica WF_ 550mA

Luminaire Flux     1903.47 lm Luminaire Power  19.00 W Efficacy   100.18 lm/W Efficiency 100.00%

Sources Flux     1903.47 lm Maximum value 1409.39 cd/klm Position C=0.00 G=6.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 15-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1903.47 lm

LED Flux=2252.7lm  LED Power=19W Eff=85% EfcLed=119lm/W EfcLum=100lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h
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F UTE -- B NBN BZ 1
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Luminaire
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Name HOY SPOT 930 -  ottica WF_ 550mA
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Luminaire
Code HOY SPOT 930 -  ottica WF_ 550mA
Name HOY SPOT 930 -  ottica WF_ 550mA
Measurem.
Code RDN190364
Name HOY SPOT 930 -  ottica WF_ 550mA
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Luminaire
Code HOY SPOT 930 -  ottica WF_ 550mA
Name HOY SPOT 930 -  ottica WF_ 550mA
Measurem.
Code RDN190364
Name HOY SPOT 930 -  ottica WF_ 550mA

Luminaire Flux     1903.47 lm Luminaire Power  19.00 W Efficacy   100.18 lm/W Efficiency 100.00%

Sources Flux     1903.47 lm Maximum value 1409.39 cd/klm Position C=0.00 G=6.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 15-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1903.47 lm

LED Flux=2252.7lm  LED Power=19W Eff=85% EfcLed=119lm/W EfcLum=100lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h
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Luminaire
Code HOY SPOT 930 -  ottica XF_ 550mA
Name HOY SPOT 930 -  ottica XF_ 550mA
Measurem.
Code RDN190363
Name HOY SPOT 930 -  ottica XF_ 550mA

Luminaire Flux     1784.14 lm Luminaire Power  19.00 W Efficacy    93.90 lm/W Efficiency 100.00%

Sources Flux     1784.14 lm Maximum value 891.23 cd/klm Position C=0.00 G=0.00 CG Rotosymmetrical

Round Luminaire Diam. 90 mm Height 188 mm
Round Luminous Area Diam. 69 mm Height 0 mm

Horizontal Luminous Area 0.003739 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000905 m2

Coordinate system CG Symmetry Type Rotosymmetrical
Date 14-11-2019 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1784.14 lm

LED Flux=2252.7lm  LED Power=19W Eff=79% EfcLed=119lm/W EfcLum=94lm/W CCT=3000K Ra=90 SDCM=2 L70(6K)=50000h

C.I.E. 79   95   100   100   100 D DIN 5040 A60
F UTE 1.00 B B NBN BZ 1
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Name HOY SPOT 930 -  ottica XF_ 550mA
Measurem.
Code RDN190363
Name HOY SPOT 930 -  ottica XF_ 550mA

Luminaire Flux     1784.14 lm Luminaire Power  19.00 W Efficacy    93.90 lm/W Efficiency 100.00%
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