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NOTES: 3. FIELD LOW VOLTAGE WIRING INSULATION MUST HAVE 600V RATING.

2. USE COPPER 75 C MIN. RATED SUPPLY WIRE FOR FIELD CONNECTIONS.

WIRING NOTES

4. USE 20AWG COPPER 80 C MIN RATED SUPPLY WIRE FOR LOW VOLTAGE
LUMINAIRE CONNECTIONS. DO NOT EXCEED 500FT.

WHEN LIMITED ENERGY CABLE IS USED FOR THE DC
OUTPUTS AND DIMMING INPUTS, IT SHALL BE RELIABLY
ROUTED AWAY FROM ANY NON-CLASS 2 FACTORY
INSTALLED WIRING BY AT LEAST 1/4" BY THE USE OF
TIE-WRAPS, CABLES OR SIMILAR MEANS.
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QUALIFIED PERSON(S) IN ACCORDANCE WITH ALL APPLICABLE CODES
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NOTES: 3. FIELD LOW VOLTAGE WIRING INSULATION MUST HAVE 600V RATING.

2. USE COPPER 75 C MIN. RATED SUPPLY WIRE FOR FIELD CONNECTIONS.

WIRING NOTES

4. USE 20AWG COPPER 80 C MIN RATED SUPPLY WIRE FOR LOW VOLTAGE
LUMINAIRE CONNECTIONS. DO NOT EXCEED 500FT.

WHEN LIMITED ENERGY CABLE IS USED FOR THE DC
OUTPUTS AND DIMMING INPUTS, IT SHALL BE RELIABLY
ROUTED AWAY FROM ANY NON-CLASS 2 FACTORY
INSTALLED WIRING BY AT LEAST 1/4" BY THE USE OF
TIE-WRAPS, CABLES OR SIMILAR MEANS.
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NOTES: 3. FIELD LOW VOLTAGE WIRING INSULATION MUST HAVE 600V RATING.

2. USE COPPER 75 C MIN. RATED SUPPLY WIRE FOR FIELD CONNECTIONS.

WIRING NOTES

4. USE 20AWG COPPER 80 C MIN RATED SUPPLY WIRE FOR LOW VOLTAGE
LUMINAIRE CONNECTIONS. DO NOT EXCEED 500FT.

WHEN LIMITED ENERGY CABLE IS USED FOR THE DC
OUTPUTS AND DIMMING INPUTS, IT SHALL BE RELIABLY
ROUTED AWAY FROM ANY NON-CLASS 2 FACTORY
INSTALLED WIRING BY AT LEAST 1/4" BY THE USE OF
TIE-WRAPS, CABLES OR SIMILAR MEANS.

1

1. INSTALLATION WORK AND ELECTRICAL WIRING MUST BE DONE BY
QUALIFIED PERSON(S) IN ACCORDANCE WITH ALL APPLICABLE CODES
AND STANDARDS

BFC - BACnet FLOW CONTROLLER

DSW - DISCONNECT SWITCH

LEGEND

N - NEUTRAL

OPT. - OPTIONAL

HVTBx - HIGH VOLTAGE TERMINAL BLOCK

G - GROUNDB.A.S. - BUILDING AUTOMATION SYSTEM

LINE LEGEND

FIELD ELECTRICAL CONNECTION

FACTORY ELECTRICAL CONNECTION

24VTBx - 24V TERMINAL BLOCK

10VTBx - 10V TERMINAL BLOCK

L1/L2 - LINE CONNECTION

003 2x3 or 2x4 UFFU w/ BACnet DIMMING
DASH DESCRIPTION

NL1G

+-

24 VDC
TO LED

24VTB1

10VTB1

HVTB1

RELAY
SWITCH

-  4-32 VDC  +

115-277 VAC

115V-277V 1Ø

LED
DRIVER 1

0-10 VDC

115-277 VAC

24 VDC

LED
DRIVER 2

(OPT.)
0-10 VDC

115-277 VAC

24 VDC

-

+

-

+

BFC

-2
4

V
 C

O
M AO1

COM

AO2

COM

8

COM

BO3
BO2
BO1

ANOLOG
OUTPUTS

BINARY
OUTPUTS

COM

COM

CONTACT
CLOSURE

INPUT IN

AI2

AI1 (BAS CONTROL)

THERMISTOR INPUT

BACNET

ANALOG
INPUTS

NET
COM

-

-
ECM
MOTOR 1

ECM
MOTOR 2

OUT

IN

+

+

COM

+
2

4
V

 H
O

T

AO3 1
1

1
0

9

N

L2

G

-

+

-

+

10VTB2

HVTB2

DSW

UFFU - 2X2 driVer BOX 115-277V w/ OPtiOnal diMMer SwitCh 

E
n

g
in

e
e

ri
n

g
 R

e
q

u
e

s
t 

N
o

:

(mm/dd/yyyy)

Initials
Completion dateFactory order no OperatorSch datePart qty

Sheet

of

Revision

Description

Drawing no.DateStatus

Drawn by Scale

Comment/TagIssued date Blank qty

5/5/2020

UFFU-1-X

271667 0 1 3

Solid Edge

ED NTS   

    

0 UFFU Product Release 180591 2020/01/06 ED

Rev Description ECN Date (y/m/d) By

Print Date: 5/6/2020 - 271667 - 2x2 Driver Box 115-277V.dft

Ne
tw

or
k 

Fi
le

 L
o

ca
tio

n:
 T

:\w
pg

in
si

gh
t\C

ri
tic

al
 E

nv
iro

nm
en

ts
\F

FU
\M

an
uf

ac
tu

rin
g 

De
ta

ils
\E

CN
s\

19
2

23
2

\W
iri

ng
\2

71
66

7 
- 

2x
2 

Dr
iv

er
 B

ox
 1

15
-2

77
V.

df
t
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NOTES: 3. FIELD LOW VOLTAGE WIRING INSULATION MUST HAVE 600V RATING.

2. USE COPPER 75 C MIN. RATED SUPPLY WIRE FOR FIELD CONNECTIONS.

WIRING NOTES

4. USE 20AWG COPPER 80 C MIN RATED SUPPLY WIRE FOR LOW VOLTAGE
LUMINAIRE CONNECTIONS. DO NOT EXCEED 500FT.

WHEN LIMITED ENERGY CABLE IS USED FOR THE DC
OUTPUTS AND DIMMING INPUTS, IT SHALL BE RELIABLY
ROUTED AWAY FROM ANY NON-CLASS 2 FACTORY
INSTALLED WIRING BY AT LEAST 1/4" BY THE USE OF
TIE-WRAPS, CABLES OR SIMILAR MEANS.
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NOTES: 3. FIELD LOW VOLTAGE WIRING INSULATION MUST HAVE 600V RATING.

2. USE COPPER 75 C MIN. RATED SUPPLY WIRE FOR FIELD CONNECTIONS.

WIRING NOTES

4. USE 20AWG COPPER 80 C MIN RATED SUPPLY WIRE FOR LOW VOLTAGE
LUMINAIRE CONNECTIONS. DO NOT EXCEED 500FT.

WHEN LIMITED ENERGY CABLE IS USED FOR THE DC
OUTPUTS AND DIMMING INPUTS, IT SHALL BE RELIABLY
ROUTED AWAY FROM ANY NON-CLASS 2 FACTORY
INSTALLED WIRING BY AT LEAST 1/4" BY THE USE OF
TIE-WRAPS, CABLES OR SIMILAR MEANS.
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NOTES: 3. FIELD LOW VOLTAGE WIRING INSULATION MUST HAVE 600V RATING.

2. USE COPPER 75 C MIN. RATED SUPPLY WIRE FOR FIELD CONNECTIONS.
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