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ATTENUATORS
FAN POWERED TERMINALS

237122

PROJECT:

ENGINEER:

CUSTOMER:

SUBMITTAL DATE: SPEC. SYMBOL:

Submittal Sheet

DISCHARGE ATTENUATOR SECTION (DAS-3FT OR DAS5-5FT)

12/05/2022

OF REVSHEET 1 1© Copyright PRICE INDUSTRIES 2022
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FPVLP, FEVLP, FDVLP

SIZES 20-40

36"(914)

55 1/2" (1410)

SIDE VIEW

B

C

l 22GA. ZINC COATED STEEL HOUSING MECHANICALLY SEALED AND GASKETED, LEAK RESISTANT CONSTRUCTION.

533

305

533

l INTERNAL INSULATION - 2" (51)THICK, MIN. 1.5# DENSITY WHICH MEETS REQUIREMENTS OF NFPA 90A AND UL181.

l ATTENUATORS SHIPPED LOOSE WITH SLIP AND DRIVE CLEATS OR MOUNTING ANGLES WHERE REQUIRED.

WITH WATER COIL

INLET ATTENUATOR SECTION (IAS)

W/OUT WATER COIL

OPTIONS:

GENERAL NOTES:

LINERS: o  FB
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IMPERIAL UNITS

B
SIZE

C

SIZE

B C

S.I. UNITS

B C

IMPERIAL UNITS

1 +7/8

AIR

o  FF50 - 1/2" (13) THICK

318

254

254

B C

S.I. UNITS

AIR

l 22GA. ZINC COATED STEEL HOUSING MECHANICALLY SEALED AND GASKETED, LEAK RESISTANT CONSTRUCTION.
l INTERNAL INSULATION - Ø" (13)THICK, MIN. 1.5# DENSITY WHICH MEETS REQUIREMENTS OF NFPA 90A AND UL181.

LINERS:OPTIONS: o FBo FF50

l 22 GA. GALVANIZED STEEL HOUSING. MECHANICALLY SEALED LEAK RESISTANT CONSTRUCTION.

l INTERNAL INSULATION 2"(51) DUAL DENSITY WHICH MEETS REQUIREMENTS OF NFPA 90A & UL-181.

NOTES:

90° INLET ATTENUATOR (IAS90)

12Ø (318)

10Ø (267)

IMPERIAL UNITS (SI UNITS)

B
SIZE

40

20/30

20 (508)

20 (508)

WLC

30 (762)

30 (762)

30 (762)

30 (762)

IMPERIAL UNITS (SI UNITS)

12 (305)

21 (533)40
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12Ø (318)
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B C

30 (762)

L W

W/OUT WATER COIL WITH WATER COIL
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HBS

HANGER BRACKET

SPRING ISOLATION
241538

PROJECT:

ENGINEER:

CUSTOMER:

SUBMITTAL DATE: SPEC. SYMBOL:

Submittal Sheet

06/24/2020
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NOTES:

1. HANGER BRACKETS AND SPRING LOADED BRACKETS ARE SHIPPED LOOSE FOR FIELD
INSTALLATION BY OTHERS
2. ORIENT THE ISOLATOR AS SHOWN TO PROPERLY DAMPEN TERMINAL
3. RED SPRING LOAD RANGE: 16 LBS - 35 LBS
4. YELLOW SPRING LOAD RANGE: 36 LBS - 65 LBS
5. FOR FDCLP2 DOAS SIZE 50 8 ROW COIL USE YELLOW (X2)

BASE UNIT DAS/SLR IAS/IAS90 EC/WC
EC+SM/PM

LINER
RSLR

DOAS SENSIBLE

 COOLING COIL

FxV 20-30 RED (X4) RED (X2) RED (X2) - RED (X2) - -

FxV 40-60 YELLOW (X4) RED (X2) RED (X2) - - - -

FxVLP 20-40 RED (X4) RED (X2) RED (X2) - - - -

FDCLP2 10 RED (X4) RED (X2) RED (X2) - - - -

FDCLP2 20-30 RED (X4) RED (X2) RED (X2) RED (X2) - - -

FDCLP2 50 YELLOW (X4) RED (X2) - YELLOW (X2) - - -

FDCLP2 50 14x8 YELLOW (X6) RED (X2) - YELLOW (X2) - - -

FDCLP2 DOAS 10 YELLOW (X4) RED (X2) - - - RED (X2) RED (X2)

FDCLP2 DOAS 20,30,50 YELLOW (X4) RED (X2) - YELLOW (X2) - RED (X2) RED (X2) SEE NOTE 5

FDCLP2 DOAS 50 14x8 YELLOW (X6) RED (X2) - YELLOW (X2) - RED (X2) RED (X2) SEE NOTE 5

PRODUCT

HBS QTY REQUIRED

1.50 38MAX

3.47 88MAX

FASTEN HANGER BRACKET
TO ISOLATOR

HANGER BRACKET

TERMINAL UNIT

FROM CEILING SUPPORT SYSTEM
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