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ATTENUATORS
FAN POWERED TERMINALS

FPV, FEV, FDV
SIZES 20-60231174

PROJECT:

ENGINEER:

CUSTOMER:

SUBMITTAL DATE: SPEC. SYMBOL:

Submittal Sheet

DISCHARGE ATTENUATOR SECTION (DAS-3FT OR DAS5-5FT)
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OF REVSHEET 1 1© Copyright PRICE INDUSTRIES 2022
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SIDE VIEW

l  INTERNAL INSULATION - FIBERGLASS 3/4" (19)THICK, MIN. 1.5# DENSITY WHICH MEETS REQUIREMENTS OF NFPA 90A AND UL181.
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36 914 "
55 1/2" [1410]

AIR

AIR

INLET ATTENUATOR SECTION (IAS)

LINERS: o AFPMoFB o SMoFF o PM

33 7/8" [860]

C

BAIR AIR

IMPERIAL UNITS S.I. UNITS

SIZE B C B C

2050 23
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17Ø

W/OUT WATER COIL WITH STANDARD WATER COIL WITH HIGH CAPACITY COIL

l 22GA. ZINC COATED STEEL HOUSING MECHANICALLY SEALED AND GASKETED, LEAK RESISTANT CONSTRUCTION.

l ATTENUATORS SHIPPED LOOSE WITH SLIP AND DRIVE CLEATS OR MOUNTING ANGLES WHERE REQUIRED.

GENERAL NOTES:

OPTIONS:

l INTERNAL INSULATION - FIBERGLASS 2" (51)THICK, MIN. 1.5# DENSITY WHICH MEETS REQUIREMENTS OF NFPA 90A AND UL181.
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LINERS: oFB oPM o AFPM
OPTIONS:

o FF - 3/4"(19mm) THICK

l 22GA. ZINC COATED STEEL HOUSING MECHANICALLY SEALED AND GASKETED, LEAK RESISTANT CONSTRUCTION.

1418

17Ø28 4Ð

44356457

445 108711

l SLIP AND DRIVE CONNECTION ENDS PROVIDED ON DISCHARGE ATTENUATORS ONLY.

o 1" (25mm) FIBERGLASS

l SM IS NOT AVAILABLE, PM WILL BE SUPPLIED INSTEAD.
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HBS

HANGER BRACKET

SPRING ISOLATION
241538
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NOTES:

1. HANGER BRACKETS AND SPRING LOADED BRACKETS ARE SHIPPED LOOSE FOR FIELD
INSTALLATION BY OTHERS
2. ORIENT THE ISOLATOR AS SHOWN TO PROPERLY DAMPEN TERMINAL
3. RED SPRING LOAD RANGE: 16 LBS - 35 LBS
4. YELLOW SPRING LOAD RANGE: 36 LBS - 65 LBS
5. FOR FDCLP2 DOAS SIZE 50 8 ROW COIL USE YELLOW (X2)

BASE UNIT DAS/SLR IAS/IAS90 EC/WC
EC+SM/PM

LINER
RSLR

DOAS SENSIBLE

 COOLING COIL

FxV 20-30 RED (X4) RED (X2) RED (X2) - RED (X2) - -

FxV 40-60 YELLOW (X4) RED (X2) RED (X2) - - - -

FxVLP 20-40 RED (X4) RED (X2) RED (X2) - - - -

FDCLP2 10 RED (X4) RED (X2) RED (X2) - - - -

FDCLP2 20-30 RED (X4) RED (X2) RED (X2) RED (X2) - - -

FDCLP2 50 YELLOW (X4) RED (X2) - YELLOW (X2) - - -

FDCLP2 50 14x8 YELLOW (X6) RED (X2) - YELLOW (X2) - - -

FDCLP2 DOAS 10 YELLOW (X4) RED (X2) - - - RED (X2) RED (X2)

FDCLP2 DOAS 20,30,50 YELLOW (X4) RED (X2) - YELLOW (X2) - RED (X2) RED (X2) SEE NOTE 5

FDCLP2 DOAS 50 14x8 YELLOW (X6) RED (X2) - YELLOW (X2) - RED (X2) RED (X2) SEE NOTE 5

PRODUCT

HBS QTY REQUIRED

1.50 38MAX

3.47 88MAX

FASTEN HANGER BRACKET
TO ISOLATOR

HANGER BRACKET

TERMINAL UNIT

FROM CEILING SUPPORT SYSTEM










	fdv---options-and-accessories-submittal.pdf
	241538-O.PDF



