RADKIT: QUICK CONNECT HOSES AND SHUT OFFS

SHQ1: SINGLE HOSE QUICK CONNECT

CONSTRUCTION:
• BRAIDED STAINLESS STEEL
• 1/2" PUSH-ON QUICK CONNECT & 1/2" NPT (FEMALE) HOSE CONNECTIONS

LENGTH:
☐ 12"
☐ 18"
☐ 24"

SHQ2: SINGLE HOSE QUICK CONNECT

CONSTRUCTION:
• BRAIDED STAINLESS STEEL
• 1/2" PUSH-ON QUICK CONNECTS ON BOTH ENDS

LENGTH:
☐ 12"
☐ 18"

DHQ1: DOUBLE HOSE QUICK CONNECT

CONSTRUCTION:
• BRAIDED STAINLESS STEEL
• 1/2" PUSH-ON QUICK CONNECT & 1/2" NPT (FEMALE) HOSE CONNECTIONS

LENGTH:
☐ 12"
☐ 18"
☐ 24"

ALL METRIC DIMENSIONS ( ) ARE SOFT CONVERTED. IMPERIAL DIMENSIONS ARE CONVERTED TO METRIC AND ROUNDED TO THE NEAREST MILLIMETER.
RADKIT: QUICK CONNECT HOSES AND SHUT OFFS

**DHQ2: DOUBLE HOSE QUICK CONNECT**

- **Construction:**
  - Braided Stainless Steel
  - 1/2" Push-On Quick Connect & NPT (Female) Hose Connections
  - Shut Off Valves

- **Length:**
  - 12" or 18"

**HSHOQ1: SINGLE HOSE W/ SHUT-OFF & QUICK CONNECT**

- **Construction:**
  - Braided Stainless Steel
  - 1/2" Push-On Quick Connect & NPT (Female) Hose Connections
  - Shut Off Valves

- **Length:**
  - 12" or 18"

**DHSOQ1: DOUBLE HOSE W/ SHUT OFF & QUICK CONNECT**

- **Construction:**
  - Braided Stainless Steel
  - 1/2" Push-On Quick Connect & NPT (Female) Hose Connections
  - Shut Off Valves

- **Length:**
  - 12" or 18"